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THE RETREAT AT BAY TRAIL
SECTION 11, TOWNSHIP 57 NORTH, RANGE 3 WEST

BOISE MERIDIAN, BONNER COUNTY, IDAHO
CITY OF PONDERAY

VICINITY MAP
                            N.T.S.

PROJECT BOUNDARY IN BLUE
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TZKE DRIVE

MONTANA RAIL LINK RAILROAD RIGHT OF WAY

NOTES:
1. NOT A SURVEY, PROPERTY LINES FROM BONNER COUNTY GIS DATA.
2. CONTOURS GENERATED FROM USGS 10M DATA.
3. EXISTING UTILITIES LOCATIONS ARE APPROXIMATE.
4. LOTS 2-28, 35-46, 48-59, 67-78 SHALL HAVE SHARED APPROACHES AT JOINING

PROPERTY LINES.
5. LOTS 2-11, 67-78 GARAGE SHALL BE LOCATED BEHIND HOME.
6. NATURAL VEGETATION WILL BE UTILIZED FOR LANDSCAPING TO THE GREATEST

EXTENT POSSIBLE.
7. STREET TREES WILL BE PLANTED WHERE EXISTING TREES PARALLEL TO ROAD ROW IS

LESS THAN 1 PER 50 FT. SWALES WILL BE A DRYLAND SEED MIX.
8. WATER SUPPLY CITY OF SANDPOINT, SEWER SERVICED BY KOOTENAI-PONDERAY

SEWER DISTRICT, SOLID WASTE BY WASTE MANAGEMENT, STORMWATER TREATMENT
AND CONVEYANCE VIA GRASSY SWALES TO CITY OF PONDERAY OVERFLOW CULVERT.

9. LOTS 1,26,27 PROPOSED USE COMMERCIAL, REMAINING LOTS SINGLE FAMILY
RESIDENTIAL

U
P
 R

A
IL

R
O
A
D

LEGEND

APPROXIMATE LOW POINT OF PROPERTY
EXISTING STORMWATER 12-IN BORE UNDER RR

CONNECT TO CITY OF SANDPOINT EXISTING 10-IN WATER MAIN

DISCHARGE SUBDIVISION SEWER FORCE MAIN TO KOOTENAI
PONDERAY SEWER DISTRICT'S EXISTING MANHOLE

EXISTING GRADE CONTOUR
EXISTING STORMWATER FLOWS IN MINOR

DEPRESSIONS/CHANNELS TO THE SE

LOT NUMBER, SEE SHEET 2 FOR
PARCEL DIMENSIONS AND AREAS

PROPOSED 8-IN WATER MAIN

PROPOSED 4-IN SEWER PRESSURE MAIN

STORMWATER FLOW (TYP)

STORMWATER SWALE
AREA IN ADDITION TO
ROADSIDE SWALES

STORMWATER AND
UTILITY EASEMENT (TYP)

ROW JOG TO
EXISTING LOT

INGRESS AND EGRESS FROM
LUTZKE DR TO HIGHWAY 200,
LIMITED TO RIGHT IN, RIGHT OUT

EMERGENCY EGRESS
EXTEND ROAD GRAVEL
SECTION TO PROPERTY
LINE. INSTALL GATE WITH
KNOX BOX PER FIRE
DEPT. REQUIREMENTS.

8-FT PAVED PUBLIC TRAIL 2-IN ASPHALT OVER 4" GRAVEL.
FOR FUTURE BAY TRAIL CONNECTIVITY FROM HIGHWAY 200

STREET LIGHT (TYP)

CITY OF SANDPOINT
EXISTING 10-IN WATER MAIN

EXISTING OVERHEAD POWER

KOOTENAI-PONDERAY SEWER
DISTRICT EXISTING GRAVITY MAIN

26-FT EXISTING INGRESS, EGRESS AND UTILITY EASEMENT

25-FT EXISTING SEWER EASEMENT

FLOW ARROW (TYP)

4-FT BLACK CHAIN LINK FENCE NORTHERN PROPERTY LINE
(50% CONTRIBUTION)

BARBWIRE 3 STRAND FENCE
PARALLEL TO RAILROAD ROW

LOW IMPACT TRAIL (TYP)

LOW IMPACT TRAIL (TYP)

6-FT WIDE COMPACTED GRAVEL PATH (TYP)

6-FT WIDE COMPACTED GRAVEL PATH (TYP)

6-FT WIDE COMPACTED GRAVEL PATH (TYP)

GAZEBO (TYP)

SPOT BUS STOP

CONSTRUCT SHARED APPROACHES (TYP)

CONSTRUCT SHARED APPROACHES (TYP)

CONSTRUCT SHARED APPROACHES (TYP)
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PARCEL DATA TABLES

THE RETREAT AT BAY TRAIL
SECTION 11, TOWNSHIP 57 NORTH

RANGE 3 W BOISE MERIDIAN
BONNER COUNTY, IDAHO

CITY OF PONDERAY

EASEMENTS OF RECORD PER BONNER COUNTY
RECORDER INSTRUMENT #740077

NOTES:
1. ALL ACCESS AND UTILITY EASEMENTS WILL BE UPDATE WITH EQUAL OR

BETTER ACCESS AND OR UTILITY SERVICE TO EXISTING DEVELOPED PARCELS.

30-FT PAVED TYPICAL SECTION
N.T.S.

22-FT PAVED TYPICAL SECTION
N.T.S.
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